Nov 5, 2008

Product Change Notice

ECM-CX700 Version Change

Notification #: 2008110001
Date of Publication: Nov 05, 2008
Affected Model: ECM-CX700

Change Description

To provide a more stable solution for application in rugged environment, we add three fixing holes on the
PCB for the new heatsink (16.5mm). Besides, for better system design, we change the IDE connector from

40-pin to 44-pin.

ECM-CX700-A2R

ECM-CX700-A3R

Customer Impact of Change and Recommended Action

Customers need to update their ordering process to place next orders with new P/N:

Model

Replacement Model

ECM-CX700-A2R

ECM-CX700-A3R

ECM-CX700E5-A2R

ECM-CX700E5-A3R

www.avalue.com.tw

Avalue Technology Inc.

Email: sales@avalue.com.tw

Headquarters Tel : 886-2-8226-2345 Fax: 886-2-8226-2777
Europe Branch Tel: 45-7025-0310 Fax: 45-4975-5026
USA Branch Tel: 732-578-0200 Fax: 732-578-0250

China Branch Tel: 86-21-5423-4170 Fax: 86-21-5423-4171




Product Affected / Avalue P/N

Model Name

P/N

ECM-CX700

ECM-CX700-A2R

ECM-CX700E5-A2R

We apologize for any inconvenience this may cause and appreciate your understanding. Thank you for your
confidence in us in the past and look forward to serving you better in the future.

Sincerely yours,

George Ou

Embedded Platform Product Division Manager
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